20' Lightweight Composite Dry Freight ISO Cargo Container

<table>
<thead>
<tr>
<th>Sea Box, Inc. Container Types</th>
<th>Length</th>
<th>Height</th>
<th>Width</th>
<th>Door Opening</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Exterior</td>
<td>Interior</td>
<td>Exterior</td>
<td>Interior</td>
</tr>
<tr>
<td>20' DRY FREIGHT</td>
<td>19' 10 ½”</td>
<td>19' 3 13/16”</td>
<td>8' 6”</td>
<td>7' 9 ¾”</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Sea Box, Inc. Container Types</th>
<th>Tare Weight in pounds</th>
<th>Payload in pounds</th>
<th>Gross Weight in pounds</th>
<th>Cubic Capacity in cubic feet</th>
</tr>
</thead>
<tbody>
<tr>
<td>20' DRY FREIGHT</td>
<td>3,450</td>
<td>49,460</td>
<td>52,910</td>
<td>1,158</td>
</tr>
</tbody>
</table>

ALL NEW CONTAINERS ARE MANUFACTURED TO THE LATEST ISO STANDARDS.

— SEA BOX CONTAINERS FEATURE —
- The body consist of high strength corrosion resistant polymatrix composite material
- Rear header, rear sill, front sill, and forklift pockets are of high strength Nitronic 30 stainless steel
- Composite double end swing doors
- End frames allow 423,238 LBS. stack weight
- Heavy duty composite floors, forklift tested to 16,000 lbs per 44 square inches
- Forklift pockets in ISO loaded position

— ALSO AVAILABLE —
- OTHER TYPES OF ISO CONTAINERS
  - Aluminum Dry Freight
  - Open Top
  - Refrigerated
  - Insulated
  - Shelters
  - Flatracks
- CHASSIS TRAILERS
  - 20' Container chassis
  - 40' Container chassis
  - 40' Combo chassis
- CUSTOM MODIFICATIONS:
  Paint, decals, doors, windows, lights, vents, and more........... JUST ASK!